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identification number specified in the 
package approval. 

(d) This general license applies only 
when the package approval authorizes 
use of the package under this general 
license. 

(e) For a Type B or fissile material 
package, the design of which was ap-
proved by NRC before April 1, 1996, the 
general license is subject to the addi-
tional restrictions of § 71.19. 

§ 71.18 [Reserved] 

§ 71.19 Previously approved package. 
(a) A Type B package previously ap-

proved by NRC, but not designated as 
B(U), B(M), B(U)F, or B(M)F in the 
identification number of the NRC CoC, 
or Type AF packages approved by the 
NRC prior to September 6, 1983, may be 
used under the general license of § 71.17 
with the following additional condi-
tions: 

(1) Fabrication of the packaging was 
satisfactorily completed by August 31, 
1986, as demonstrated by application of 
its model number in accordance with 
§ 71.85(c); 

(2) A serial number that uniquely 
identifies each packaging which con-
forms to the approved design is as-
signed to, and legibly and durably 
marked on, the outside of each pack-
aging; and 

(3) Paragraph (a) of this section ex-
pires October 1, 2008. 

(b) A Type B(U) package, a Type 
B(M) package, or a fissile material 
package, previously approved by the 
NRC but without the designation ‘‘-85’’ 
in the identification number of the 
NRC CoC, may be used under the gen-
eral license of § 71.17 with the following 
additional conditions: 

(1) Fabrication of the package is sat-
isfactorily completed by April 1, 1999, 
as demonstrated by application of its 
model number in accordance with 
§ 71.85(c); 

(2) A package used for a shipment to 
a location outside the United States is 
subject to multilateral approval as de-
fined in DOT regulations at 49 CFR 
173.403; and 

(3) A serial number which uniquely 
identifies each packaging which con-
forms to the approved design is as-
signed to and legibly and durably 

marked on the outside of each pack-
aging. 

(c) A Type B(U) package, a Type B(M) 
package, or a fissile material package 
previously approved by the NRC with 
the designation ‘‘-85’’ in the identifica-
tion number of the NRC CoC, may be 
used under the general license of § 71.17 
with the following additional condi-
tions: 

(1) Fabrication of the package must 
be satisfactorily completed by Decem-
ber 31, 2006, as demonstrated by appli-
cation of its model number in accord-
ance with § 71.85(c); and 

(2) After December 31, 2003, a package 
used for a shipment to a location out-
side the United States is subject to 
multilateral approval as defined in 
DOT regulations at 49 CFR 173.403. 

(d) NRC will approve modifications 
to the design and authorized contents 
of a Type B package, or a fissile mate-
rial package, previously approved by 
NRC, provided— 

(1) The modifications of a Type B 
package are not significant with re-
spect to the design, operating charac-
teristics, or safe performance of the 
containment system, when the package 
is subjected to the tests specified in 
§§ 71.71 and 71.73; 

(2) The modifications of a fissile ma-
terial package are not significant, with 
respect to the prevention of criticality, 
when the package is subjected to the 
tests specified in §§ 71.71 and 71.73; and 

(3) The modifications to the package 
satisfy the requirements of this part. 

(e) NRC will revise the package iden-
tification number to designate pre-
viously approved package designs as B, 
BF, AF, B(U), B(M), B(U)F, B(M)F, 
B(U)-85, B(U)F–85, B(M)-85, B(M)F–85, 
or AF–85 as appropriate, and with the 
identification number suffix ‘‘-96’’ after 
receipt of an application dem-
onstrating that the design meets the 
requirements of this part. 

[69 FR 3786, Jan. 26, 2004; 69 FR 6139, Feb. 10, 
2004] 

EFFECTIVE DATE NOTE: At 69 FR 3786, Jan. 
26, 2004, as corrected at 69 FR 6139, Feb. 10, 
2004, § 71.19 was revised, effective Oct. 1, 2004. 
Paragraph (a) of this section will expire on 
Oct. 1, 2008. 
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